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TUBOLED 22 (58)

* Base: G13.

* Operating voltage 100-240V.

* Working position: universal.

* Aluminium luminaire and polycarbonate screen: with pleasant
external aspect, ideal for visible applications.

* Replacing 58W T8 tubes: high energy saving.

* Immediate switch on, no flickering or buzzes.

* Opal screen, great uniformity emission.

* Orientable (150°) for best light adjustment.

* Fifetime: 80.000h; L70= 40.000h; L50= 80.000h.

* IP20.

* Do not use with dimmers.

* In case fluorescent tubes must be replaced, follow the simple assembly instructions
indicated in attached picture.

* 6000K Cold Light, available upon request.

* The kWh/1000h data indicated in the below table is related to a use of the tube directly
connected to the mains voltage, without the use of a magnetic ballast.

* Do not use in installations in series.

Item Characteristics

210 gWeight

1500 mmLenght

29 mmDiameter

180°Opening beam

4000 KColour temperature

0 LUMENRated Flux

2350 LUMENNominal Flux

G13Base

22 WNominal Power

100-240 VLamp Voltage

L58840LLCode

Performance

22kWh/1000h

A++Energy Class

80000 hLifetime

>80Irc/Ra

F85Photometry
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Tech Info

2006/95/CE * Bassa Tensione 2004/108/CE *
Compatibilità Elettromagnetica 2011/65/UE *
RoHS 2012/19/UE * RAEE EN 61547 * anno
2010 EN 55015 * anno 2014 EN 61000-3-2 *

anno 2007 (+A1/+A2:2011) EN 61000-3-3 *
anno 2014 EN 62471 * anno 2010 IEC/TR

62471-2:2009 (CEI 34-141:2012 EN 62031 *
anno 2009 (+A1:2013) EN 60598-1 * anno

2009 EN 60598-2-1 * anno 1997 EN 61347-1 *
anno 2009 (+A1:2011, +A2:2013) EN 61347-2-

13 * anno 2007 EN 62031 * anno 2009
(+A1:2013) EN 62493 * anno 2010 Gruppo di
rischio 0 2010/30/EU * Energy Consumption
874/2012 * Regulation for Energy Labelling

2009/125/CE * Progettazione Eco Compatibile
1194/2012 * Progettazione Eco Compatibile

Fulfilled Directives and norms

50LLMMF - Lamp lumen maintenance
factor

0Mercury (mg)

<0,2sLamp start time

Instant Full LightWarm-up time up to 60 % of the full
light output

0,90Power Factor

100000Number of ON-OFF cycles

YESOpen fittings

NODimmable

Spectrocolorimetry and Photometry
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Shipping info

1765 x 207 x 92
Master pack dimensions
L x H x D (mm)

8011905780814Master barcode

1 pzPack

8011905835538Item barcode

1573 x 39 x 39
Single pack dimensions
L x H x D (mm)
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